
SCOTTSDALE, AZ 

For more information call: 
(602) 941-6300

FEATURES 

• ZENER VOLTAGE 1.8V to 100V
• ALL HAVE JAN, JANTX and JANTXV -1 QUALIFICATIONS TO MIL-S-19500/435
• LOW NOISE
• LOW REVERSE LEAKAGE

MAXIMUM RATINGS 

Junction and Storage Temperatures: -65°C to+ 200°C 

DC Power Dissipation: 400mW 
Power Derating: 2.66mW/°C above 50°C in DO-7 
Forward Voltage @ 200 mA: LO Volts lN 4099 - lN 4135 

@ lO0mA: l.0Volts 1N4614-1N4627 

* ELECTRICAL CHARACTERISTICS @ 25 ° C 

NOMINAL MAXIMUM MAXIMUM MAXIMUM 
ZENEn ?ENFR ZENER MAXIMUM NOISE ZENER 

JEDEC VOLTAGE TEST IMPEDANCE flEVEnsE DENSITY CURRENT 
fYPE vz r,1 1zr CURRFNT Zzr CURRENT No(ul lzT lzM 
NO (NotP 11 lzr (Note 21 lz r,,i VA (F1gure2} (Note 3) 

VOL TS µA OHMS µA VOL TS µVI/Hz mA 

1N4614 1 8 250 1200 7 5  1 1 120 
1N4!J15 2 0  2',0 1250 5.0 1 1 110 

1'4616 22 250 1300 4 0  1 1 100 
2 4  250 1400 2 0 1 1 95 

1N4G1R 2 1  250 1500 1 0 1 1 90 

1N4G19 3 0  250 1600 0 8  1 1 87 
1N4G20 3 3 250 1650 7 5 1 5 1 85 
1N4G?1 3 6 ,so 1700 7.5 2 1 83 

1 N4622 3 9  250 1650 5 0  2 1 80 
1N4623 4 3 250 1600 4 0  2 1 77 
1N4fi24 4 7 250 1550 10.0 3 1 75 

lN<f,1" 5 1  250 1500 10.0 3 2 70 
5 6  250 1400 10 0 4 4 65 

1"4f,7/ 6 2 250 1200 10 0 5 5 61 

1N4009 6 8  250 200 10 0 5 17 40 56 
1r\J41QO 15 250 200 10 0 5.70 40 51 
1N4101 8 2 250 200 1 0 6 24 40 46 

1N4102 8 7 250 200 1 0 6 61 40 44 
1N4103 9 1 250 200 1.0 6.92 40 42 
1N4104 10 250 200 1.0 7.60 40 38 

1N4105 11 250 200 .05 8 44 40 35 
1N4106 12 250 200 05 9.12 40 32 
]'\)4101 13 250 200 05 9.87 40 29 

1 N4108 14 250 200 05 10.65 40 27 
1N4109 15 250 100 05 11.40 40 25 
1N4110 1G 2:,0 100 .05 11.15 40 24 

1N4l l l 11 L�O 100 05 12 92 40 22 

1N4112 18 250 100 05 13 67 40 21 
1N4113 19 250 150 05 14.44 40 20 

1N4114 20 250 150 .0, 15.20 40 19 
1N4115 22 250 150 .01 16.72 40 17 
JN-1-116 24 250 150 01 18 25 40 16 

1'\J4117 25 250 150 01 19.00 40 15 
1N4118 27 250 150 01 20 45 40 14 
1N4119 78 250 200 01 21.28 40 14 

1N4120 30 250 200 01 22.80 40 13 
1N4171 33 250 200 01 25.08 40 12 
1N4122 36 250 200 01 27.38 40 11 

1N4123 39 250 200 01 29 65 40 9 8  
1N4124 43 250 250 01 32 65 40 8.9 
1N412'J 47 250 250 .01 35 75 40 8.1 

1N4176 51 250 300 01 38.76 40 7.5 
1N4121 56 250 300 01 42 60 40 6.7 
1N4178 60 250 400 01 45 60 40 6.4 

1N4129 62 250 500 01 47.10 40 6 1 
1N4130 68 250 7CO 01 51.68 40 5.6 
1N4131 /'.) Z50 700 .01 57.00 40 5.1 

1N413? 82 ,so 800 01 62 32 40 46 

1N4133 87 250 1000 01 66.12 40 4.4 

1N4134 91 250 1200 01 69 16 40 4.2 
1N4135 100 ?SO 1500 01 76 00 40 38 
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FIGURE 1 

All dimensions in 
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MECHANICAL 

CHARACTERISTICS 

CASE: Hermetically sealed glass 
case. DO-7. 

FINISH: All external surfaces are 
corrosion resistant and leads sol
derable. 

THERMAL RESISTANCE: 300°Cj 
W (Typical) junction to lead at 
0.375-inches from hody on D0-7. 

POLARITY: Diode to be operated 
with the banded end positive 
with respect to the opposite end. 

WEIGHT: 0.2 grams. 

MOUNTING POSITION: Any. 
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